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AKC activated carbon adsorber 

ultra.pure ALG Breathing Air
Systems
• The ultra.pure breathing air systems ALG 50 S 

– 375 S are desiccant type purification systems 

to supply breathing air in excess of all relevant in- 

ternational standards and medical prescriptions.

• The purification consists of seven stages:

A two-stage prefiltration with a microfilter MF and a sub-

microfilter SMF removes water, oil (li- quid stage) and 

solid particles larger than 0.01 μm. The remaining oil 

content after the prefiltra- tion is less than 0.01 mg/m3.

• The following desiccant dryer reduces the 

wa- ter vapour content of the compressed air 

down to a pressure dew point of –40 °C (equiva-

lent to a remaining water content of 0,11 g/m3).

• The CO2-content is adsorbed to a level far be- 

low 300 ppm by a special grade molecular sieve

adsorber (SP-stage), before the air is led 

through a deep bed filling of activated carbon 

(AK) to ad- sorb still present oil vapours and 

hydrocarbons to a level below 0,003 mg/m3.

• The following deep bed filling of a catalyst (OX-

stage) converts CO into CO2 and thereby re- du-

ces the carbon monoxide level down below 1 ppm.

• The final particle filter PE removes all par-

ticles which might be carried over from 

the adsorption and/or catalyst stages.

Applications:
• Hospitals

• Cleaning Works 

• Paint Industry

ALG Breathing Air Systems
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Technical alterations reserved.
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ALG Breathing Air Systems

Type 

alg

Flow Rate 1) Connection Dimensions Weight

Vnom
Width W Depth D Height H kg Art. No.

m³/h BSP mm mm mm

0050 50 G 3/4 915 460 1600 150 593123
0080 80 G 3/4 915 460 1600 195 593124
0100 100 G 1 915 460 1600 240 593127
0150 150 G 1 1120 600 1970 290 593128
0225 225 G 1 1/2 1120 600 1970 450 593130
0300 300 G 1 1/2 1120 600 1970 590 593131
0375 375 G 1 1/2 1490 710 2180 680 593132
0550 550 G 2 1490 710 2180 830 593133


